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L1 o ° 0
N1 N2 5V @3.2A
1.35 MAX 1.0£0.02 100—400VDC
@ 100KHZ 5 5 n 12
50% DC
o_ollollollo_o N6 N3 7.5 @2A
B2 H H H HH
2 7 4 10
1 5 S 8
N5 13V @.02A N4 17V @.75A
ELECTRICAL SPECIFICATIONS
L @ 1kHz 10mA — (6—4) 600pH +10% . .
< *
LL @ 100kHz 10mA — (6—4) 5.7uH TYP, TOL TBD
(WITH 1,2,7—12 SHORTED) N4 23V
TURNS RATIO — +3%
6—4:11—12 — 1:0.056 9
6—4:11—10 — 1:0.083
6—4:8-7 — 1:0.181 NOTE:
6—4:8-9 — 1:0.236 POLARITY SHOWN IS FOR THE
6—4:1-2 — 1:0.139 TRANSFORMER. FOR CORRECT
FLYBACK OPERATION CONNECT
DCR — OHMS TYP, TOL TBD B+ TO PIN 4.
6—4 — 0.500
11-12 - 0.032
11-10 — 0.045
8—7 — 0.094
8—9 — 0.129
1-2 — 0.154
HIPOT — 4000VAC 1SEC
N1,N5,N6 TO N2,N3,N4
MARKINGS LOCATION
REVISION DATE
CARMER EIA DATE CODE PIN RAIL SIDE OF CORE
CVP 45-007
A | RELEASED 09/10,/02
DESCRIPTION OTHERWISE SPEGRIED PROPRIETARY INFORMATION
48 VA FLYBACK XFMR | 3 BLAE DECIWALS £012 | cramER cOL 4 TRANSFORMER co
FRACTIONS +1/64 : DUPLICATION AND/OR DISTRIBUTION
ANGLES +1/2° BY PERMISSION ONLY
CUSTOMER

OCramer

Coil & Transformer Co., Inc.
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